CONGRATULATIONS!

You are about to fly one of the finest sport kiles available.
Please take a minute to read this instruction card thoroughly
before you assemble your new kite, as there are a few

important differences from other kites you may have flown.
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ASSEMBLY

1. Tension sail at wingtips and tie securely. Sail ‘
should be smooth and taut along the length of /
the leading edge.

2, CAREFULLY Insert lower spreaders FIRST INTO
THE CENTER “T”, THEN INTO THE LOWER
LEADING EDGE FITTINGS. Insert top spreader
into upper leading edge fittings. Be sure bridles
aren’t tangled around spreaders or fittings.

3. Insert all four standoffs into fittings on lower
spreaders. Move these fittings if necessary so that
standoffs are square to spreaders.

ATTACHING LINES

Use a Lark’s Head knot to secure
the loops in your flying lines to each
red attachment point as shown.
Pull tight before flying.

RECOMMENDED LINES

Your VAPOR will fly best on a wide range of lengths of 50 Ib. Spectra line. For indoor use,
12-20 feet is appropriate, depending on the size of your flying space. For outdoors, we
recommend 25 to 60 feet of line. To really take advantage of your kite’s abilities, you'll
eventually want several different lengths of line in your bag.

CAUTION!

Breaking a line can cause you to lose control of your kite and injure yourself or other
people. Always choose lines which are strong enough for the conditions. Be aware that
line breakage is always a possibility, even with light wind kites.






